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4" SOLAR DC BOREHOLE MOTOR, 
4" PUMP WET END +

 MPPT SOLAR PUMP INVERTER 



Low Voltage DC Brush-less MotorLow Voltage DC Brush-less Motor
THE 4DC LOW VOLTAGE BRUSH-LESS MOTOR IS ENGINEERED FOR

EFFICIENCY. THIS MOTOR REQUIRES LESS  VOLTAGE INPUT TO OPERATE AT
FULL LOAD CAPACITY THANKS TO EFFICIENT MPPT SOFTWARE AND THE

LATEST DC  BRUSH-LESS MOTOR TECHNOLOGY.

TECHNICAL DATA

Power Rating
Voltage
Max Submersion Depth
Operating Speed
Isolation
Material of Construction
Flange Connection

-0.55kW - 1.1 kW
- 48V - 110V
- 70m
- 500 - 4000 rpm
-Class B
-304 Stainless Steel
-Nema Standard

Max control box ambient 
temperature  

-35°C



EXPLODED VIEW

Low Voltage DC Brush-less MotorLow Voltage DC Brush-less Motor



Compatible Wet EndsCompatible Wet Ends

THE ABOVE 4SD PUMP CURVES INDICATES THE DIFFERENT PERFORMANCE OF
EACH MODEL BASED ON THE  DIFFERENT INPUT WATTAGE OPTIONS.
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DC ELECTRIC CABLE 

Low Voltage DC Brush-less MotorLow Voltage DC Brush-less Motor
OPERATION PANEL

PUMP CABLE

WATER LEVEL SENSOR



CONTROL PARAMETERS

WIRING DIAGRAM

https://youtu.be/0XFudmaObLI?si=_RS9NIbOH8nWtmrb
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